Powerful BRUSHLESS Motor.
Of over 10,000 hours longer service life, energy-saving power supply with low

6 1 1 Cattle & Horse clipper, offers variable speeds,

) voltage.
Horse C'IDDer Multi-vent design runs cooler longer. Specifically designed for clipping horses,
Brushless Motor  cattle and other livestock.
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Variable Speed Brushless DC Motor
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Designed for
Power Bank

SPECIFICATIONS KEY FEATURES XF SERIES BLADE

o Dimension : 290 x 80 x 100mm (LxWxH) e Powerful BRUSHLESS DC motor

o Weight: 1100g/2.4 b e |ess heat build up

o Variable Speed : 1500 ~ 2700 SPM e Durable and easy to clean

e Torgue : 12kgf-m e Overload switch to protect the motor
o 60W low power consumption for 75W~125W from damage in the event of a jam

working power and low vibration
o Power Switch : 15V / 4A
o Supply Voltage : 100~240V 50/60Hz 1.8A
e Japan High-carbon Steel Blades
SK5 Comb & Cutter
o Blade’'s Rockwell Hardness : 62
o XF Series Blades (Compatible with Heinigers’)
e Cord Length : 5m / 16 .4ft. XF202 (XF Cutter )
* Power source : Mains or power pack
e 1-Year Limited Motor Warranty

XF101 3mm (XF Comb)




611 Package & Blade

Kit Includes

OPTION BLADE

XF201 XF102 2.5mm XF103 1.2mm
(Ceramic Cutter) (Steel Comb) (Steel Comb)
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